
Priedas Nr.1

1. Laidai turi būti išvesti į automobilio saloną

2. Jungčių pozicija turi būti automobilio priekinės paneles zonoje

3. Laido ilgis 50cm

4. Bus montuojami du GPS imtuvai (Trekeriai) (pagrindinis + papildomas)

5. Išvesti laidai turi turėti pastovia 12v-24v įtampą

6. GPS imtuvai (Trekeriai) montuojami ant priekinio lango arba kitoje vietoje priekinės
paneles zonoje

7. Užstatas už naudojamus GPS imtuvus (Trekerius) sudaro 100euro

8. Užstatas gražinamas ir GPS imtuvai (Trekeriai) priimami atgal po preliminarių rezultatų
paskelbimo.



GPS Tracking system

1. POWER SUPPLY:
1.1. It is the duty of each participant to prepare the necessary power supply cable before the

technical commission inspection (pic 1)
1.2. CAR/ATV/SSV will not pass technical commission inspection if power supply cable has not

been prepared.
1.3. The power supply cables (Power+ and Ground-) must be equipped with FULLY INSULATED

FEMALE Crimp Spade Terminal Connector - 6.3 x 0.8mm.
1.4. The power supply cable must be not shorter than 50 cm from central console.
1.5. The connection may have an IN-LINE FUSE - “BLADE TYPE” of 5A.
1.6. GPS-tracking system will be installed under the cover of central console

IMPORTANT!!! Every participant must be sure that battery charging system

(alternator) and battery is in good condition, before installing power supply cable

for GPS – tracking system.

The organizers do not take any responsibility for the consequences that may result

from malfunctioning charging system (alternator) or a bad battery.


